
Technical features
Image sensor	 GC1004 sensor
Still Image Resolution	 1 MP (1152x864 Pixel) | interpolated: 2 MP (1600x1200 Pixel), 

3 MP (2016x1512 Pixel), 5 MP (2560x1920 Pixel)
Video Resolution	 720p/30 fps (1280x720), 480p/30 fps (640x480)
Lens	 140° super wide angle lens | Aperture F = 2.55 | focal length f: 2.51 mm
Display	 1.5’’ TFT LCD (screen size 3.81 cm, resolution 320 x 240 pixels)
Memory 	 Slot for microSD cards up to SDHC 32 GB (class 10)
Data format 	 Still image: JPG | Video: AVI | Audio: Wave
System Requirements	 MS Windows XP, Vista, Win 7, Win 8 
Connectors 	 USB 2.0
Battery Run Time	 up to 120 min. with fully charged battery
Power 	 rechargeable lithium-ion battery (3,7 V | 900 mAh)
Dimensions	 59.3 x 41.1 x 24.6 mm
Weight	 approx. 59 g
Subject to technical changes.

Scope of delivery

Rollei Actioncam 220, underwater/protective case for diving, rechargeable lithium-ion battery, camera frame 
holder, camera mount, 2-pin adapter, camera frame holder adapter, 1x flat adhesive pad, 1x curved adhesive 
pad, 2x 3M sticker, USB cable and manual.

Cool Action Camcorder
with HD Video Resolution 720p/30 fps 
	 140° Super Wide Angle Lens
	 Incl. 900 mAh lithium-ion battery 
	 Incl. underwater / protective case for depths 

up to 40 meters (according to IP 68 Standard)
	 Battery run time up to 120 minutes

Rollei Actioncam 220
www.rollei.com

      Like – on facebook.com/ 
rollei.actioncam.en
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