
Accessories
Rollei Actioncam 7S WiFi, Removable Display, Underwater Protective Case with 2 exchangeable Rear Panels for diving (1x for use with display and 
1x for use without display), Camcorder Plate, Standard Mount, 2-Pin Mount, 1 Flat Adhesive Pad, 1 Curved Adhesive Pad, Rechargeable Lithium-
Ion Battery, USB Cable, Manual and CD

Rollei Actioncam 7S WiFi
www.rollei.com

      Like – on facebook.com/ 
rollei.actioncam.en

Powerful 16 Megapixel WiFi Action Camcorder 
with fantastic 4K Cinema Video Resolution with up to 15 fps
 Full HD Video Resolution 1080p (1920x1080/60fps/48fps/30fps/24fps)
 Super Slow Motion 720p/120 fps (1280x720), 1080p/60 fps (1920x1080)
 Wide-angle lens with 150° viewing angle – 

adjustable in 4 steps (150°/120°/100°/80°) 
 Integrated WiFi with about 40 meters range
 Simply access via Smartphone or Tablet PC* via App (iOS / Android) 

to the camera and watch or share videos and photos
 Video Time Lapse function with adjustable 

time intervals (1/2/5/10/30 sec.)
 Continuous Shooting: 3, 6 and 10 frames per second
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*iPhone, iPad, iPod touch, 
Android-Smartphone or -Tablet 
not included. „iPhone“, „iPad“, 

„iPod touch“ are registered 
trademarks of Apple Inc.

Technical features
Image sensor 16 megapixels sensor
Still image 16 MP (4608×3456), 12 MP (4000×3000), 8 MP (3200×2400) | Single Shot |
Resolutions/Settings  Continuous Shooting: 3/6/10 fps | Self Timer: 3/5/10 sec.
Video 4K Cinema (4096x2160, 17:9, 12fps) | 2.7K Cinema (2704x1440, 17:9, 24fps),
Resolutions/Settings  4K (3840 x 2160,16:9,15fps NTSC, 12.5fps PAL) | 2.7K (2704x1524, 16:9, 24fps 

NTSC, 25fps PAL) | 1080p (1920x1080, 60/48/30/24fps NTSC, 50/48/25/24fps PAL), 
960p (1280x960, 60/48fps NTSC, 50/48fps PAL), 720p (1280x720/120/60 NTSC, 
100/50fps PAL) | Auto-video recording: 5/10/20 sec. | Time Lapse: 0.5/1/2/5/10/30 sec. | 
180° Turnover Shooting (only 960p, 4:3)

Objective  | Zoom Aperture F = 2,7 | 10x digital Zoom
LCD | External TFT Display 2.5x1.6 cm | 2.0’’ (4x3 cm, screen size 5.08 cm)
Memory  Slot for microSD card up to SDHC 32 GB
Data format  Still Image: JPG | Video: MP4 | Audio: WAV | AV: NTSC/PAL
System requierements MS Windows Vista, Win 7 or higher | Mac OS X 10.9.2 or higher
Connectors  HDMI, USB, AV output, external microphone input
Battery life up to 110 minutes with full charged battery
Power  rechargeable Lithium-ion battery (1500 mAh)
Dimensions 60 x 43 x 46 mm/60 x 43 x 34.5 mm (with/without TFT)
Weight approx. 84 g/113 g (with/without TFT)
Subject to technical changes. *Remote control not included.
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