
Photo-Dia-Film-Scanner PDF-S 300 pro

Top-Details
	 	 Stand-alone operation without PC
	 	 Scanning range max. 36 x 24 mm for slides and negatives Film Strip 

10 x 15 cm max. for photos
	 	 incl. 1 slide holder for 4 mounted slides, 1 film holder for film strips 

with up to 6 pictures, power adapter, USB and TV cable, instructions

Technical features
Image Sensor	 9-megapixel CMOS sensor
Lens	 Film & slides: F 5.0 | 5 glass elements | fixed viewing angle
LC-Display	 2.7“ colour TFT-LCD Panel (6,85 cm)
Memory card slot	 SD/SDHC compatible
Focus range	 fixed focus (photo and film)
Exposure control	 automatic | manual (–2,0 EV~ 2,0 EV)
Colour balance	 automatic
Scan quality	 2400 dpi (35 mm film & slides), 560 dpi (10 x 15 cm photos)
Data conversion	 10 bits per colour chanel
Film size	 135 (36 x 24 mm) for film and slide | 10 x 15 cm max. for photos
Scan method	 single pass
Light source	 Film: Back light (3 white LEDs) | Photo: Light bar (white LED)
Interface	 USB 2.0, TV-out (NTSC/PAL)
Operating systems	 PC: ME, 2000, XP, Vista 32/64, Win 7 32/64 | Mac: OS 10.4 or later
Power	 5V adapter
Dimensions | Weight	 245 x 229 x 180 mm | 1800 g
	 Subject to technical changes.

2.7“ Colour TFT LCD (6,85 cm)
	 Simple scan slides, negatives and 
paper photos in just 1 second

	 9-megapixel Scan Resolution (max. 2400 dpi)
	 Slot for SD-/SDHC-Cards
	 MAGIC TOUCH technology - technology based on 
infrared dust and scratch removal for slides and negatives

24
Month Warranty 
and Replacement

 
Magic Touch


