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Pro Radio Transmitter 2.4 G
for Canon / Nikon

Scope of Delivery
	 	 Rollei Pro Radio Transmitter 2.4G for Canon / Nikon and user manual

Technical Features
System Mode		  2.4 GHz wireless transmitter
Communication Distance		  Up to 50 meters
Quantity of Wireless Channel		  16
Flash Mode		  TTL | M | Multi
Synchronous Mode		  Front-curtain sync, rear-curtain sync, high-speed sync
Packet Control		  A | B | C  | D – 4 groups
Sync Speed		  Up to 1/8,000 s
Focus Lamp		  With AF assist lamp
Input		  Hot shoe
Power		  2x AA batteries (not included) or 

2x AA Ni-MH batteries (not included)
Standby Time		  Up to 60 hours (AA 1.2 V 2400m Ah rechargeable battery)
Subject to technical changes. Canon and Nikon are registered trademarks, Canon and Nikon products are trademarks or registered trademarks of Canon and Nikon.

Professional 2.4GHz Wireless Flash Trigger 
for Rollei Flash Unit 56F and 58F Canon / Nikon
	 Dual mode: Wireless 2.4 GHz Pro Radio 
Transmitter – compatible with Canon and  
Nikon cameras

	 Wireless 2.4 GHz communication distance  
up to 50 m

	 High speed synchronization up to 1/8.000 sec.
	 Supports up to 4 groups with different 
flash ratio
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