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Technical data
Field of application Product / Portrait photography / videography
Number of LED  64 (32 white light / 32 warm light)
Illuminance  678 lx (0.5 m) 3000 K
 768 lx (0.5 m) 6000 K
 735 lx (0.5 m) 4500 K 
Power  5 Watt
Energy efficiency class  G
(EU 2017/1369) 
EU energy efficiency class  A – G
spectrum (EU 2017/1369)  
Brightness range  1 – 100 %
Colour rendering index  (CRI) 95+ 
Colour temperature  3000 – 6000 K
Bluetooth® version  4.0
Frequency band  2.400 GHz – 2.480 GHz
Max. radiated transmission power  8 dBm 
Power supply  Rechargeable lithium-polymer battery (3.7 V / 1500 mAh / 5.55 Wh) | 

Input max. 5V / 2A 
Charging time  Approx. 1 hour
Connections  USB-C (5 V / 2 A), 1/4“ tripod thread
Running time  Approx. 1 hour at full brightness
Dimensions | Weight  68 x 68 x 18 mm | 95 g
Box content  1x LED light, 1x soft diffuser, 1x USB-cable, 1x mini ball head,  

2x magnetic plates with 3M adhesive tape and instructions

Note: Lux were measured at a distance of 0.5 meters.
Designs and specifications are subject to change and require no notice.*The Bluetooth® word mark and logos are registered trademarks of the Bluetooth SIG, Inc. and any 
use of such marks by Rollei is under license. Other trademarks and trade names are the property of their respective owners.

Handy LED permanent light for on the move
 Easy mounting via magnetic holder
– Simply place the supplied magnetic plates under the Smartphone 

case and dock the light directly onto the Smartphone
 Simple operation via “Rollei Lumen“ app
 Diffuser for soft light – simply attach to the LED light
 Variable colour temperature between 3000 – 6000 K
 Colour rendering index CRI at 95 +
 Infinitely variable power setting between 1 and 100 %
 735 lx at 4500 K over 0.5 m
 Built-in, rechargeable lithium-polymer battery, running time at 
least 1 hour at maximum brightness

Download on the

Camera, smart-
phone and tripod 
not included.


