
Technical Data

Number of LEDs 88 (33 cool white, 33 warm white, 22 RGB LEDs)

Power 6 W

Color temperature 2,500 – 9,000 K, adjustable in 10 K steps (short press) 
or 100 K steps (long press)

Hues 360 RGB colors, adjustable saturation in 1 % steps

Color rendering index (CRI) | Television Lighting

Consistency Index (TLCI)

95+ |  95+

Power adjustment 0 – 100% in 1 % steps

Illuminance 340 lx (5,500 K on 0.5 m)

Illumination angle 120°

Light effects 20

Battery running time 4,500 K, 100%: approx. 90 min. | 4,500 K, 50%: approx. 
3.5 h | 4,500 K, 10%: approx. 10 h

Power supply Built-in lithium-ion battery (3.7 V / 2,000 mAh / 

7.4 Wh)

Input DC 5 V / 2 A

Connections ¼“ thread, USB-C input, magnets in housing, magnets 

on the ends for attaching another LUMIS Mini I-Light 

RGB

Dimensions (L x W x H) | Weight 10 x 4.1 x 3.6 cm | 116 g

What‘s in the Box and Packaging Details

What‘s in the box Rollei LUMIS Mini I-Light RGB, USB-C cable (1 m)

Packaging dimensions (L x W x H) | Weight 12 x 7 x 4.5 cm | 180 g

LUMIS Mini I-Light RGB

Magentic, Small RGB Tube Light

• 10 cm long tube light with 6 W power and 88 LEDs (33 cool white, 33 warm white, 22 RGB LEDs)

• RGB mode, CCT mode (color temperature) and effect mode

• Intuitive operation and clear OLED display

• CCT mode with adjustable color temperature between 2,500 and 9,000 K and RGB mode with 360 

adjustable RGB colors

• Continuously adjustable brightness and saturation (0 – 100 %)

• Thanks to magnets on the sides expandable up to 3 Rollei LUMIS Mini I-Light RGB - Simply plug 

the LED permanent lights together and start

• Because of magnets in the housing, the Rollei LUMIS Mini I-Light RGB can be attached to metallic 

surfaces

• Can be used while charging

www.rollei.com

Item No.: 28608

Specifications are subject to change without notice.

Only one LUMIS Mini I-Light RGB included.


