
Technical Data

Image sensor Sony IMAX 179

Chip Allwinner V3

Lens Fixed Focus, f2.8, FOV 160°

Video resolution 4K: 3840 x 2160p (30fps)
2.7K: 2688 x 1520p (30fps)
1080P: 1920x1080 (60/30fps)
720P: 1280x720 (120/60/30fps)

Video format MP4 H.264

Photo resolution 20MP: 5120 x 3840*  
16MP: 4608 x 3456* 

12MP: 4000 x 3000*      
8MP: 3264 x 2448 

5MP: 2592 x 1936   
2MP: 1600x1200

Photo format JPEG

Digital Zoom 4x

Video modes Video, Loop Recording,Video Time Lapse, Slow Motion

Photo modes Photo, Self-timer, Continuous mode, Photo-lapse

Displays Back 2.0' IPS touch  LCD, Front 1.3' IPS screen

Memory Supports microSD cards up to 64 GB, class 6 or higher

Connections USB-C, Mini-HDMI

WiFi 2.4GHz 802.11 /b/g/n 

Max. radiated transmitting power 16 dBm

App Yes

Recording time approx. 70Min

Input Waterproof up to 30 m with housing

Power supply DC 5.0 V / 1.0 A

Dimensions (L x W x H) | Weight Lithium Ion Akku, 3,7 V / 900 mAh / 3,33 Wh

What‘s in the Box and Packaging Details

What‘s in the box Actioncam D2 Pro, Waterproof housing, Bike mount, 
Frame, Changing aid, Helmet mount, Velcro straps, 3M 
adhesive tape, USB cable, Battery, User manual

Packaging dimensions (L x W x H) | Weight 9.5 x 10 x 11.5 cm | 350 g

Actioncam D2Pro

www.rollei.com

D2Pro – Actioncam with Razor Sharp 4K Resolution

• 4K video recording: Crystal clear & high resolution videos 

• Waterproof up to 30m in underwater housing: Ideal for diving & swimming 

• 2.0" IPS Back Touch Display & 1.3" IPS Front Display: Intuitive operation & clear display 

• Versatile modes: Video Lapse, Slow Motion, Loop Recording and Photo Lapse 

• Long battery life: Up to 70 minutes

Item No.: 40371Specifications are subject to change without notice. *interpolated.
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