
Technical features
Image sensor 5 Megapixel CMOS-Sensor
Colour Black and white   
Image resolution Still image: 720P/30fps (1280x720), WVGA/60fps (848x480), 

QVGA/30fps (320x240) | Movie: 720p (1280×720/30 fps), 
WVGA (848×480/60 fps), QVGA 320x240

Objective  Aperture F = 2.8 (720p)
Zoom  4x digital zoom
LCD | External TFT Display LCD: 15x9 mm | TFT 1.4“/3.6 cm (360 x 240 pixels)
Memory  Slot for Micro SD card up to 32 GB SDHX
Data format  Still image: JPG | Movie: MOV
System requierements Microsoft Windows XP SP2, Vista or higher | Mac OS X 10.3.9
Connectors  USB 2.0, HDMI, TF, AV out (NTSC/PAL)
Battery Life up to 2.5 hours with full charged battery
Power  rechargeable Lithium-ion battery
Dimensions | Weight: Bullet 3S 60 x 51 x 42 mm | approx. 82 g  (with TFT approx. 108 g)
Preliminary technical data. Subject to modifications!
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Top Details
  up to 2.5 hours of battery power
  Wireless remote control with 5 m range – for control 

of video and photos, with stop and laser pointer function
  Built-in speaker and integrated microphone
  Accessories: Bullet 3S Camcorder, Detachable display, Wireless 

remote control, Rechargeable Lithium-Ion Battery, Camcorder 
mount, Screw mount, Flat adhesive, EU Charger, AV Cable, 
USB Cable, Accessories-Pouch, Safety wrist strap, CD and manual, 
4 GB Micro-SD card

5 Megapixel
 170° wide angle lens
 4x digital zoom
 With LCD indicator
 Auto stand-by for 

less power consumption
 incl. 4 GB Micro SD card
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