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Technical features
Image sensor 16.2 Megapixel Panasonic Sensor
Colour black and silver 
Resolution Still Image: 16M (4608x3456), 8M (3264x2448), 5M (2560x1920), 

3M (2048x1536), VGA (640x480) 
Movie: 720p/30fps, 480p/30fps

Objective Aperture f = 4.6 ~ 23 (equivalent to 26 ~ 130 mm in 35 mm film format) 
Super Macro: Zoom 5 cm, Aperture F= 3.2 | Tele F= 6.4 mm 

Zoom  5x optical Apogon zoom | 12x digital zoom
LC Display  2.7“ LCD Panel (6.85 cm/230 K) | 4:3
ISO Auto, 100, 200, 400, 800, 1600, 3200 (3M/VGA), 6400 (3M/VGA)
Memory Card Slot SD up to 2 GB, SDHC up to 32 GB, SDXC
Self-Timer 10 sec., 2 sec., Double
Data Format  Still Image: JPEG (EXIF 2.3) | Movie: AVI (Motion JPEG) | Sound: WAV
System Requirements PC: XP (SP2 or later), Vista, Win 7, Win 8 | MAC: OS 10.3 or later
Connectors Mini-USB, USB 2.0 | AV out (NTSC/PAL)
Power Rechargeable Lithium-Ion Battery , 3.7 Volt, 700 mAh
Dimension 100.39 x 59 x 21.45 (excl. protruding parts)
Weight approx. 103 g (without battery and memory card) 
 Subject to technical changes

Top Details
  HD Movie function – up to 30 frames per second
  30-second voice memo for pictures 
  Over 30 different scene modes 
  Adjustable Photo Art effects: fisheye, miniature, painting and sketch 
  Shutter speed: 1 ~ 1/2000 sec 
  Case bottom with 1/4“ tripod thread 
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Digital Image 
Stabilizer Smile Detection 

24
Month Warranty 
and ReplacementWide Angle

26mm

16 Megapixels (4608 x 3456 pixels)
 2.7“ LCD Panel (6.85 cm)
 720p HD Video Function
 5x Optical Zoom
 Flash Functions: 
Red-eye reduction and 
slow sync, on, off, auto 

 Microphone and speaker 
are integrated


