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24
Months Warranty 
and Replacement

20.0
Megapixels

2.7“
TFT LCD

720p
HD Video

5x
Optical Zoom

Technical Features
Image Sensor  20 Megapixel 1/2.3“ Sony CCD Sensor 
Resolution  Photo: 20M (5152X3864 Pixel), 8M (3264x2448), 5M (2592x1944), 

3M (2048x1536), VGA, 3:2, 16:9 (14M), 16:9 (2M), 1:1  
Video: 720p/30fps, VGA 480p/30fps 

Lens 26–130 mm wide angle lens | Aperture: F 3.2 (W), F 6.4 (T) |  
Focus Distance: Wide: 5 cm~ inf., Tele: 60 cm~ inf. | Super Macro: 3 cm

Focus  Auto focus / Macro / Super Macro / manual 
Zoom  5x optical zoom 
Shutter Speed 1–1/2000 sec. | Night scene 1–1/2000 sec. | Fireworks: 4 sec.
ISO Auto, 100, 200, 400, 800, 1600, 3200 (3MP / VGA), 6400 (3MP / VGA)
LC-Monitor 6.8 cm (2.7“) Colour TFT LCD
Memory  Internal: 25 MB | Memory cards: SD, SDHC and SDXC, UHS -1 
File Format  Photo: EXIF 2.3 (JPEG) | Video: AVI (Motion-JPEG)
System Requirements  PC: MS Windows XP (SP2)/Vista/7/8/10 | MAC: OS 10.3 or higher 
Connectors Mini USB, USB 2.0 full speed
Power Rechargeable Li-Ion battery (3.7 V/700 mAh) 
Dimensions 100.4 x 59 x 21.5 mm 
Weight 115 g (without battery and memory card) 
 Subject to technical changes

20 Megapixel Sony CCD-Sensor
 5x optical zoom 
 26–130 mm wide angle lens
 HD video 720p/30 fps 
 23 scene modes and 17 art effects 
 2.7“/6.8 cm TFT colour display 

Top Details
 Tracking autofocus and face tracking 
 Panorama function
 23 scene modes 
 Art effects for artistic photography
 Timelapse recording

Photo Time Lapse


