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Technical features
Image sensor 1/2.9 inch CMOS image sensor (1920 x 1080 pixels)
Video 1080p/30 fps
Lens Super wide-angle lens with fixed focal length | IR filter for brilliant 

recordings | Aperture F = 2.2
Focus Range  Fixed focus, normal range: 0.2 m ~ infinity 
LCD Bright colour TFT LCD with 5.08 cm (2.0“) (320x240 pixels)
GPS Integrated GPS function with 32 channels for highest accuracy
G sensor 3-axis G-sensor
Memory microSDHC memory cards from 16 to up to 64 GB 

(class 10 or higher)
Audio  Built-in microphone and speaker 
Data format MOV H.264
System Requirements  Windows: Win 7, Win 8, Win 10 | Mac: OS 10.5 or higher 
Connection Mini USB
Power Integrated lithium-ion battery with 250 mAh
Dimensions Approx. 58.3 x 62.2 x 31 mm (WxHxD)
Weight  Approx. 62 g (without memory card) 
Box Content DashCam-402, suction cup mount, 12V/24V car adapter, user guide 
Designs and specifications are subject to change and require no notice.
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High Resolution Car Camera with GPS
 Full HD video recording (1080p/30 fps)
 Bright colour TFT LCD with 2“ (5.08 cm) 
 Starts recording automatically after power on 
 Loop recording and motion sensor 
 Built-in GPS – track and view the exact  
vehicle location

 G-sensor for emergency recording
 Manual emergency recording  
by pressing one button 
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