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Technical data
Image sensor 1/2.7 inch CMOS Image Sensor (1920 x 1080 pixels)
Image resolution Still Image; 2 Megapixels (1920 x 1080 pixels)
 Video: 1080p/30fps | 720p/60fps | 720p/30fps
Lens  Wide-angle lens with fixed focal length | 102° (H) x 51° (V) 

Aperture: F = 2.0
LCD 2.4“ colour TFT LCD (480x234 pixels)
GPS Integrated GPS function
G-Sensor 3-axis G-sensor
Focus range Fixed focus, range normal: 1.5 m ~ infinity
Memory card slot  Supports microSD/SDHC memory cards up to 32 GB 

(class 6 or higher)
Data format Still image: DCF (JPEG, Exif: 2.2) | Video: MOV
System requierements Windows: XP SP2/Vista/Win 7/Win 10  | Mac OS 10/10.5
Connectors  HDMI® Mini, type C | Mini USB
Power  Built-in rechargeable Lithium-Polymer battery (470 mAH)
Dimensions | Weight 70 x 63 x 31.3 mm (WxHxD) | approx. 94 g (without memory card)
Scope of delivery CarDVR-300, Suction Cup Mount, 12V/24V Car adapter, CD-ROM, 

Quick Start Guide, User Guide
Subject to technical changes
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Full HD Car Camera with GPS 
 Full HD video recording (1920x1080/30fps)
 Starts recording automatically after power on
 Loop recording
 Motion sensor 
 G-Sensor for emergency recording
 Built-in GPS module – track and view the exact 
vehicle location with Google maps

 2,4“ Colour TFT LCD
 Built-in microphone and speaker

Top Details
  Supports real time and date display on video
  For snapshots and video recordings with sound
  Wide angle lens
  Automatic white balance
  Incl. suction sup mount and 12/24V car adapter
  Incl. video software with route display based on the received GPS 

data (English version only)


