
Technical Data

Modell DF-S 180 

Image Sensor 5 megapixel sensor

Lens Precision multi-element lens

Focus range Fixed focus

Supported film types
Automatic conversion

Colour negative film: 135, 126
Black / White, negative film: 135, 126
Slides: 135, 126

Exposure conversion Automatic, with 7 steps manual adjustment

Colour balance Automatic, with 7 steps manual adjustment

Scan quality 1800 dpi, 3600 dpi (interpolated) for 135 mm film

Data conversion 10 bits

File output JPEG, TIFF

Light source Backlight (3 cool white LEDs)

Connections USB-C connector

Languages German, English

Material Plastic

Power supply USB-C: 5 V 0.5 A

Dimensions (L x W x H) | Weight 9.1 x 10.5 x 14.1 cm | 300 g

What‘s in the Box and Packaging Details

What‘s in the box Slide film scanner, 2x negative holder, slide holder, 
USB-C cable, cleaning brush and manual

Packaging dimensions (L x W x H) | Weight XX x XX x XX cm | XX kg

Dia-Film-Scanner DF-S 180

Dia-Film-Scanner DF-S 1300 SE

• 5 megapixel multi scanner for slides and negatives

• Resolution of 18 megapixels

• Easy scanning at the touch of a button

• Software included for direct editing

• Easily adjust brightness and RGB tones

• USB-C connection

• Scan quality slide/negative: 1800 dpi, 3600 dpi 

(interpolated) for 135 mm film

• Includes holder for negatives and slides
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