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Special Edition – Incl. extensive accessories
Scan quality photo mode: Up to 3352x2392 (13x18 cm, 2300 dpi)
Scan quality negative/slide mode: 3500x2332 (2300 dpi)
1 Negative film holder, 1 Slide film holder, 4-in-1 mount for 
photos (13x18 cm, 10x15 cm and 9x13 cm ), USB cable, USB type  
power adaptor, Picture editing software (BlazePhoto 2,0)

Technical features
Image Sensor 8.1 Megapixel
Resolution 2300 dpi: Photo: 3500x2332 (10x15 cm and 9x13 cm), 3352x2392 

(13x18 cm) | Slide/negative: 3500x2332 | 3300 dpi: Photo: 4912x3276 
(10x15 cm, 9x13 cm), 4800x3428 (13x18 cm/interpolated) |  
Slide/negative: 4912x3276 (interpolated)

LC-Display 6.1 cm (2.4”) TFT colour display
Memory card slot supports SD-/SDHC- and MMC cards
Color depht 24 Bit
Exposure Automatic and manual exposure control
Colour balance automatic
Scan method single pass
Light source 7x 2 white LED | Back light (3 white LED)
Connector Mini USB 2.0
Operating systems PC: Windows® XP, Vista, Win 7/8/10 | Mac: OS 10.2.8 or later
Power supply AC Power with USB-adaptor
Dimensions | Weight 220 x 208 x 147 mm | 850 g
Subject to technical changes.

8.1 Megapixel Multi Scanner,
for slide/negative films and Photos

Photo sizes: 9x13 cm, 10x15 cm  
and 13x18 cm 
Easy handling and one touch 
instant scan
Stand alone operation without  
computer
2 in 1 memory cardslot (SD/SDHC/MMC)
6.1 cm (2,4”) TFT colour display
Mini USB 2.0 connector
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