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Technical data
Area of application  Photography and videography
Power 200 W
Energy efficiency class  F
(EU 2017/1369) 
EU energy efficiency class  A – G
spectrum (EU 2017/1369)  
Lifetime > 100,000 hours
Illuminance With Standard Reflector 55°: 

3,200 K: 102,380 lx (0.5 m) | 22,500 lx (1 m) | 8,120 lx (1.5 m) 
4,500 K: 128,300 lx (0.5 m) | 25,130 lx (1 m) | 9,400 lx (1.5 m) 
5,500 K: 106,640 lx (0.5 m) | 23,330 lx (1 m) | 9,080 lx (1.5 m)

Power control 0 – 100 %, in 1 % steps
Color rendering index (CRI) 97+
Color temperature 2700 – 6500 K in 100 K steps
Channels | Groups 32 channels (00 – 31) | 16 groups
Light effects  TV, flickering lightbulb, fireworks, thunderstorm mode 1–3,  

flashing mode 1–3
Remote control Integrated, 2.4 GHz
Bluetooth®1) Version 4.2
Radio frequencies 2,402 – 2,482 GHz
Transmission power Max. 6 dBm
Bowens S-type Bajonett Yes
Power supply 100 – 240 V, 50/60 Hz, fuse 2 A
Battery operation 1 or 2 V-Mount batteries (max. 14.8 V each)*
Compatible remote control Rollei Soluna Remote Control*
Dimensions I Weight 28 x 18.5 x 13.5 cm I 3.5 kg (without batteries)
Box content Rollei Soluna 200Bi LED continuous light, power cord, protective cap, manual

Specifications are subject to change without notice. 1)The Bluetooth® word mark and logos are registered trademarks of the  
Bluetooth SIG, Inc. and any use of such marks by Rollei is under license. Other trademarks and trade names are the property of 
their respective owners. *Not included in delivery.

Powerful and long-running BiColor LED light 
 Low power consumption, constant color temperature,  

long service life
 Flicker-free light characteristics are ideal for video recordings
 Strong 200 W power that is continuously adjustable
 32 channels and 16 groups for targeted control of several  

permanent lights
 Variable color temperature of 2700 – 6500 K in 100 K steps
 Illuminance over 100,000 lx at 0.5 m at 5500 K (with reflector)
 High color accuracy for photographers and filmmakers  

(CRI and TLCI> 97)
 9 different light effects for creative uses
 Lifespan of over 100,000 hours
 Control via the ”Rollei Studio“ app or the Soluna Remote Control*
 Dual power supply via power supply unit or battery*


