
Technical Data
Usage Product / Portrait Photography and Videography
Number of LEDs 80 (40 white lights / 40 warm lights)
Illuminance 1411 lx (0.5 m) at 5500 K
Power 12 watts
Energy efficiency class  G
(EU 2017/1369) 
EU energy efficiency class  A – G
spectrum (EU 2017/1369)  
Brightness range 1 – 100% 
Colour rendering index (CRI) 95+
Colour temperature 3,000 – 6,000 K 
Bluetooth®  Version 4.0
Frequency band 2,400 GHz – 2,480 GHz
Transmission power  Max. 8 dBm 
Power supply Rechargeable lithium polymer battery (7.4 V / 1,400 mAh / 10.36 Wh) 

Input max. 2.4 A
Connections  USB-C (5 V 2.4 A), 1/4“ tripod thread
Size | Weight 127 x 75 x 16 mm | 170 g 
Box content LED-Light, diffusor, grid, mini ball head with cold shoe adapter, USB-C 

cable and carrying bag

Note: Lux were measured at a distance of 0.5 meters
Subject to technical changes. 1)The Bluetooth® word mark and logos are registered trademarks of the Bluetooth SIG, Inc. and any use of such marks by Rollei is under 
license. Other trademarks and trade names are the property of their respective owners. Mini tripod not included.

www.rollei.com

Lumen Pocket BiColor V2  
LED permanent light GG A

G

Download on the

Lightweight LED BiColor light 
for mobile use
 Mobile permanent light with 80 LEDs
 Ideal for photo and video recordings
 Color temperature adjustable between 3000 K and 6000 K
 12 W power, continuously adjustable
 Color rendering index (CRI) and Television Lightning Consistency Index 
(TLCI) of 95+

 Can be controlled from a permanent light or via the Rollei Lumen app
 Housing made of high quality aluminum
 Incl. grid and diffuser, easily interchangeable as required
 2x ¼“ screw thread so that the light can be used in  
portrait and landscape format


