
Technical Data

Number of LEDs 1

Power 4 W

Color temperature 5,500 K ± 200 K

Color rendering index (CRI) 95+

Power adjustment On the device in 4 steps

Illuminance 1,000 lx (5,500 K on 0.5 m)

Illumination angle 60°

Battery running time Approx. 60 min at highest and approx. 240 min at 

lowest brightness

Power supply Built-in lithium-ion battery (3.7 V / 800 mAh / 2.96 Wh)

Input DC 5 V / 1 A

Connections 1x ¼” tripod thread, 1x cold shoe, 1x magnetic
charging port, 4x magnets on the front for accessories,
1x magneton the back

Protection class IP68 – housing waterproof up to 10 m, up to 30 min; 
dustproof

Dimensions (L x W x H) | Weight 4.1 x 4.1 x 3.65 cm | 70 g (LED continuous light only)

What‘s in the Box and Packaging Details

What‘s in the box Rollei LUMIS Solo 2, diffusor, conical snoot,

barn doors, grid, 8x color gels, cold shoe adapter,
2x magnetic charging cable (60 cm), carabiner,
transportation case

Packaging dimensions (L x W x H) | Weight 14.5 x 10.8 x 6.3 cm | 235 g

LUMIS Solo 2

Small LED Continuous Light in Cubic Format with Extensive Accessories

• Compact and powerful LED continuous light with extensive accessories, such as barn doors, 

diffuser, grid, color foils and spot attachment

• Dustproof and waterproof housing up to 10 m for up to 30 min (IP68-certified)

• 5,500 K color temperature, adjustable in 4 brightness levels

• Illuminance of 1,000 lx (at 0.5 m, highest brightness level)

• Built-in magnets in the back

• Can be used while charging

• Practical transportation case included
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