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Hear:Me Pro

Technical Data
Polar Pattern Hypercardioid
Frequency Range 40 Hz ~ 20 kHz
Output Impedance 2.2 kΩ
Max. Sound Pressure Level (SPL) >100 dB
Sensitivity +20 dB: –18 dB ±2 dB | 0 dB: –38 dB ±2 dB | –10 dB: –48 dB ±2 dB
Power Supply 2x AAA Batterien
Connection 3.5 mm audio jack
Weight 89 g
Size 160 x 50.8 x 86 mm

Subject to technical changes. Camera not included. 

Professional microphone 
with hypercardioid characteristic (shotgun)
 Focused sound recordings 
 Ideal for voice recording
 Easy to use and quick to install (via camera flash  
shoe or ¼ inch thread)

 Vibration compensation for the prevention  
of disturbing noises due to movement

 Optimum noise reduction (LowPass filter)
 Perfect sound out of the camera thanks to  
+20 dB correction

 3.5 mm audio jack connector for use with  
smartphones and DSLR cameras

 Power supply via 2x AAA batteries

Hypercardioid
Excellent Shock-

absorbing
+20 db adjustable 

sensitivity
Super Anti-
Interference Low-cut Filter Wind Muff Low Self-noise Easy to install

24
Months Warranty 
and Replacement


