
Technical Data

Model Movieline UHD 5m waterproof

Sensor CMOS 13 MP

Chip NTK96580

Display 3.0“ IPS

Lens Fixed, F/2.6 f=7.0mm

Zoom 18x digital Zoom

EIS (stabilisation) Yes

Waterproof 5 meters – IPX8

Video resolution 4K:    3,840 x 2,160p (30 fps),
2.7K: 2,688 x 1,520p (30 fps),

FHD: 1,920 x 1,080p (60/30 fps),
HD:   1,280 x 720p (120/60/30 fps)

Video format MP4

Photo resolution 56MP 10208 x 5744*
48MP 9456 x 5312*

30MP 7472 x 4192*
24MP 6688 x 3760*

20MP 6096 x 3424*
16MP 5456 x 3072*

12MP 4624 x 2600
8MP 3856 x 2160
5MP 3040 x 1712

Photo format JPEG

Memory microSD memory card (max. 64 GB)

Modes slow-motion, loop, time-lapse, series shooting, auto

Connections USB-C, Mini HDMI

Power supply DC P16 Li- Polymer, 3,400 mAh, 3.8 V, 12.92 Wh

Dimensions (L x W x H) | Weight 13.5 x 6.5 x 6.7 cm | 400 g

What‘s in the Box and Packaging Details

What‘s in the box Movieline UHD 5m waterproof, battery, wrist strap, 
USB-C cable, Mini HDMI to HDMI cable, user manual

Packaging dimensions (L x W x H) | Weight 21 x 17 x 8.5 cm | 916 g

Movieline UHD 5m Waterproof

Movieline UHD 5m Waterproof – The waterproofed videocamera

• Waterproofed Our underwater video camera is IPX8 certified, 

ensuring safe use up to a depth of 5 meters. 

• 4K resolution offers stunning image quality and detail. Capture 

every moment of your underwater adventures with sharp images 

and vibrant colors.

• User-Friendly: The camera's easy operation allows anyone to use 

it effortlessly. With intuitive menus and clear instructions.

• Different Modes: Our underwater video camera offers a variety 

of modes to suit your specific needs. Whether you want to take 

still images, slow-motion, time-lapse, or loop records

• Robust and Durable: Made from resilient materials, designed to 

withstand the tough conditions underwater. 
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Specifications are subject to change without notice. *interpolated.
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