
IP Security Cam

SafetyCam-10 HD

Specifications
Image Sensor 1/2.8“ CMOS

Lens  4 mm lens 

Video 1920x1080, 1280x960, 1280x720
IR Range Up to 30 meters

Wireless Range Up to 50 meters
View Angel 85° (horizontal)

Operate Temperature -30°C up to +60°C
Operating Humidity 95% or less (non-condensing)

Storage Supports microSD/SDHC/SDXC cards up to 32 GB

Power Supply DC 50 V / 0.3 A PoE
Wireless Protocols TCP/IP, ICMP, HTTP, FTP, DHCP, DNS, DDNS, NTP, UPnP, QoS
Security 64/128-bit WEP, WPA-PSK, WPA2-PSK
Wireless Standard IEEE 802.11b/g/n
Data Rate Transfer 11b: 11Mbit/s, 11g: 54Mbit/s, 11n: up to 150Mbit/s
Communication Interface 1 RJ45 10M/100M Auto MDI-X Ethernet Port
Dimension | Weight 70x157x62 mm | 500 g
Scope of Delivery SafetyCam 200, PoE-Adaptor, 2 x LAN-Cables (each 2 m),  

Quick Start Guide, Screw Package, Software Disc
Subject to technical changes.

Top Details
 Optional recording function via Rollei Cloud
 Brightness and contrast are adjustable via client software
 One Key Rest, Ant-Flick, Heartbeat, Password Protection, Motion  
Detection, IR Cut with auto switch for day and Night
 Weatherproofed for outdoor usage (IP 67)
 Built in microSD/SDHC/SDXC slot for cards up to 32 GB 

2.0 Megapixel WIFI Outdoor Camera 
with Motion Detection and Alarm Function
 Full HD Video Resolution 1920 x 1080
 4 mm Lens, Horizontal View of View 85°
 Mobile Monitoring via iOS and  
Android Application

 IR Range up to 30 m
 Supports PoE (Power over Ethernet)
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