
Technical Data Weelite ninja 400 II

Number of LEDs COB LED

Power 150 W

Energy efficiency class (EU 2017/1369) F

EU energy efficiency class spectrum
(EU 2017/1369)

A – G

Color temperature 2,800 – 6,800 K +/- 300 K, adjustable in 100 K steps

Color rendering index (CRI) 95+

Power adjustment 0 – 100%, adjustable in steps of 1%

Illuminance Without reflector: 30,490 lx (0.5 m at 5,500 K),

with reflector: 247,370 lx (0.5 m at 5,500 K)

Light effects 13, power adjustment 0 – 100% in steps of 1% and speed in 3 steps

Bowens S-Type mount Yes

Channels | Groups 6 | 19

Remote control Via RC-11 remote control, Weeylite app or DMX512

Bluetooth®* version 5.0

Radio frequency band 2.400 – 2.483 GHz

Transmission power maximum Only reception – no transmission

Reception power -93 dBm, 20 m

Battery operation 1x V-Mount battery (max. 14.8 V) (optional)

Power supply AC/DC adapter: Input: AC 100 – 240 V / 50/60 Hz; Output: DC 24 V / 6 
A; 192 W I Battery: 1 V-mount battery (max. 7.4 V) (optional)

Connections Bowens S-Type mount, Spigot connection

Dimensions | Weight 34.2 x 19.3 x 18.3 cm** | 1.77 kg**

What‘s in the Box and Packaging Details

What‘s in the box Weeylite ninja 400 II, RC-11 remote control, 55° reflector, U bracket, 
control box, AC/DC adapter with cable (1 m), connection cable 

control box to lighting head, holder control box, transportation 
case, strap, user manual, guarantee card

Packaging dimensions | Weight 45.5 x 30.5 x 23.5 cm | 7.4 kg

Weeylite ninja 400 II

Powerful COB LED Continuous Light with Bowens S-Type Mount

• Second generation of the powerful 150 W continuous light incl. 

extensive accessories

• The flat design of the COB LED offers a homogeneous beam quality, 

a high color rendering index (CRI) and a long service life

• With a color temperature of 2,800 – 6,00 K, as well as 13 effects

• Optional silent mode operation without fan (at a power of 0 – 50%)

• Controllable via app, remote control, DMX512 or on the control box

www.rollei.com

Art. no.: 11502

Tripod not included.

Specifications are subject to change without notice. *The Bluetooth® word mark and logos are registered trademarks of the Bluetooth SIG, Inc. and any 
use of such marks by Rollei is under license. Other trademarks and trade names are the property of their respective owners. **excl. reflector, bracket, 

remote control

Technical Data Reflector

Reflection angle 55°

Bowens S-type mount Yes

Dimensions | Weight 17.9 x 17.9 x 14 cm | 165 g

Technical Data RC-11 Remote Control

Reach (without obstacles) 30 m

Channels | Groups 6 | 19

Power supply 2x batteries of type AAA 1.5 V  (excl.)

Bluetooth®* version 4.0

Transmission power maximum 10 dBm

Dimensions | Weight 10.1 x 3.8 x 1.8 cm I 37 g (without batteries)


